
Indoor / Outdoor IR Dome Camera

IV-DV720IRLT

Features:

.  700TVL

. 1/3" SONY Effio-E 

. IR LED:21pcs

. IR distance: 60 ft

. Lens:2.8-12mm varifocal lens

. OSD set up with button on external cable

. Double power AC24V  DC12V

. Built-in 3 Axis bracket for Lens 

. IP66

Model IV-DV720IRLT

Horizontal Resolution 700TVL
Image Sensor 1/3"SONY Effio-E 
Signal System PAL/NTSC

PAL:976H X 582V
NTSC:976H X 494V

Lens 2.8-12mm varifocal lens  
OSD OSD set up with button on external cable              
Electronic Shutter 1/50(1/60)-1/100,000sec
Min.lllumination 0.01Lux(F1.2),Black and White (0Lux LED on)
BLC BLC(9 Zone is adjustable)/HLC/OFF
AGC High/low(5dB-62.8dB)
White Balance ATW/PUSH/Manual/Hold/Fixed gain/Color rolling suppression
IR LED 21pcs 850nm Infrared LED
IR Distance 60 ft
LED Auto Switch Night/Day, ON/OFF
IP Rating IP66
Video Output VBC: 1.0Vp-p;75Ω BNC

Storage Temperature -4 °F~140 °F
Operating Temperature -4 °F ~ 122 °F
Dimension 5.25"x5.25"X4.2"
Weight 1.90 lbs.
Power Supply DC 12V / AC 24V 
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